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The contents of this documentation are not binding for DIPSA TECHNES s.r.l., which reserves the right to make any changes, at 
any time, of any kind without bringing this publication up-to-date. 

The IOL type machine has been developed for the fitting and removal of screw-on couplings. The 

tightening and unscrewing are obtained by means of a hydraulic motor fed by a pump splined on an 

endothermic engine. The maximum torque can be adjusted by modifying the pressure of the oil fed in the 

hydraulic motor, by means of the special knob, placed on the distributor: the pressure set is indicated on 

the pressure gauge. During unscrewing phase the maximum torque value is 650 Nm. 

The 4-stroke endothermic engine, fuelled unleaded petrol or diesel, with manual or electric starting, has 

the silencer protected from accidental contacts. The machine frame, containing the hydraulic oil, is 

completely made form aluminium for a lightweight design. 

The hydraulic motor is operated by a highly dependable oleo-dynamic driving system controlled by the 

operator by means of the rocker arm installed on the handle. 

 

 
TECHNICAL DATA 

 

STANDARD VERSION 

 
Power supply:                     Petrol                              Diesel 

Engine power:                          6 Hp                                 5,5 Hp 

Starting:                           manual or electric                        manual or electric 

Wrench revolutions number:           150 rpm                                                   150 rpm 

Maximum tightening torque:           550 Nm                                                    550 Nm 

Machine weight (empty):               77 kg                                91 kg 

Trolley weight:                                 14 kg                               14 kg 
 

 


